LOGAN

COUNTY OHIO

INSPECTIONS COMPLETED BY THE BUILDING AUTHORITY

INSPECTION REQUESTS MUST BE MADE AT LEAST 24 HOURS IN ADVANCE 937-592-7473

® FOOTINGS — After excavation & properly prepared for concrete but prior to pouring.

o WALL REINFORCING (Basements)--C.M.U. Walls: after final course is laid that contains any required reinforcing, cores
are in the process of being grouted full of concrete, wall anchors are being properly placed but prior to any backfill.
Concrete Walls: after or during form placement and after all required reinforcing has been placed, but PRIOR to
placement of concrete.

o FOUNDATION — C.M.U Walls: after the foundation wall has been completed, including the proper installation of the
final cap on the top course, wall anchors, damp/water proofing, perimeter tile and wall bracing. Concrete Walls: after the
foundation wall has been completed, including the proper installation of: wall anchors, damp/water proofing, perimeter
tile and wall bracing.

o CONCRETE SLABS - After properly prepared for concrete but prior to pouring.

o POST HOLES — After holes are dug and cleaned.

¢ FRAMING — After framing is complete and rough wiring, rough plumbing or mechanical work is installed but prior to
insulation. (Do not cover porches) *Rough plumbing MUST be approved by the Health Dept prior to inspection.

© ROUGH ELECTRIC — Normally done at the same time as framing inspection or if framing inspection is not required, after
all wiring is installed but prior to covering — Grounds to be mechanically fastened (wire nut or crimp)

e ROUGH HVAC/MECHANICAL — Normally done at the same time as framing inspection or if framing inspection is not
required, after all ductwork, flue’s or associated work is properly installed & prior to covering. Any slab ductwork will be
inspected at concrete slab inspection.

® GAS LINE — Pressure test required for new installations and when significant modifications are made to existing system.
e ROUGH FIRE SUPPRESSION/HYDRO—pressure test 200lbs for 2 hours and rough inspection required before
suppression system is covered.

o FIRE ALARM ROUGH—Required when all the associated wiring is completed and before it is covered.

o INSULATION — After all insulation is installed but prior to drywall.

e NEW ELECTRIC SERVICE — After meter socket has been mounted, wired to main service disconnect & properly prepared
for connection to power company. This inspection can be done at rough electric inspection or done separately.

o ELECTRIC SERVICE UPGRADE, REPAIR OR REPLACEMENT — After service has been upgraded, repaired or replaced &
properly prepared for connection to power company. All existing circuits tied back in & identified.

e TEMPORARY ELECTRIC SERVICES ON POLES OR OTHERWISE — After service has been constructed & properly prepared
for connection to power company.

o MASONARY FIREPLACE OR MASONARY CHIMNEYS — Normally 3 inspections — One for footing — One when first flue
liner is set — One prior to closing chimney top.

e PRE-FABRICATED FIREPLACE OR HEATING STOVE — Normally 2 inspections — One after flue is installed & is accessible.
One when unit is complete & properly installed for use.

o ABOVE GROUND SWIMMING POOLS — Normally 1 inspection after pool is complete & properly wired for use.

¢ IN GROUND SWIMMING POOLS — Normally 3 inspections. One for lower bonding & underground conducts. One for
upper bonding. One for final inspection after pool is complete & properly wired for use.

o FINAL ELECTRIC — After all electrical work is complete & properly working. Done at same time as final structure.

o FINAL HEATING & COOLING — After all units are complete & in proper operation. Done with final structure.

¢ FINAL FIRE ALARM/SUPPRESSION: Witness test to be conducted after system pre test has been completed and all
devices and equipment are installed and functioning.

o FINAL STRUCTURE — Prior to occupancy & if applicable after all associated final electrical, final mechanical & final
plumbing work has been approved. Final plumbing MUST be approved by the Health Dept prior to inspection.




